Camouflage Wildcamera Line

MODEL # Camouflage EZ-Solar Wifi/bluetooth

Free APP Yes

WIFI Yes

Dual Lens No

Image Sensor (CMOS) 8 Megapixel

Trigger Time 0,3 sec

IR Led's/Qty 36 pcs

Lens FOV Angle 89 degrees

PIR Distance 25 meters

PIR Angle 60 degree

PIR Sensitivity High/Middle/Low

PIR Delay 5 sec to 60 mins

Photo Format JPG
46MP/44MP/40MP/36MP/30MP/24MP/20MP/16MP/

Photo Resolution 12MP/ 8MP(default)/ 4MP/2MP

View Screen Type/Size LCD, 2.0 inch

Video Format MP4(H.264)

Video Resolution 4K/2K/1296P/1080P/720P/480

Video Length 5 sec. to 3 mins

Time Lapse Support

Working Voltage 6V
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Power Requirements

4pcs AA batteries & Built-in Lithium Battery 4400mAh

Stand-by Time

18 months

Waterproof Level

IP66

Storage Medium (max)

Micro SD card, 512GB max

Dimensions Weight

203*131*105mm, 0.78kg

Microphone Built-in

Speaker Built-in

Moon Phase Yes

Temperature Yes

Time/Date Stamp Yes

Special Feature 850NM Low Glow Leds
Burst 1~10

Cyclic recording

Target recording time programmable
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